Résumé :

Pour réaliser ce travail, des données de gravimétrie, de sismique réflexion et de diagraphie seront exploitées afin d’étudier la structuration profonde d’un bassin. Ainsi, les résultats obtenus seront mutuellement confortés pour chaque méthode. Les cartes gravimétriques établies permettent de délimiter et de définir les extensions des structures ainsi que leur position. La cartographie sismique permettra de confirmer ou d’infirmer les résultats précédemment acquis. Les cartes gravimétriques réalisées sont essentiellement la carte de l’anomalie de Bouguer et de ces transformées de dérivations et de prolongement à différentes altitudes. L’analyse de l’ensemble de ces résultats permet l’identification des anomalies de courtes longueurs d’ondes, associées le plus souvent aux structures superficielles, et les anomalies profondes associées aux grandes longueurs d’ondes.  Pour une meilleure quantification des structures observées, une séparation des anomalies a été réalisée. Elle nous renseigne sur l’amplitude, les dimensions et la position structurale de chacune des structures. La modélisation 3D incluant la cartographie sismique précédemment réalisée ainsi que les données de puits (densité) nous a permis d’obtenir un cube jumelé sismique-densité dans lequel nous visualiserons nos structures.
.

Summary:

[bookmark: _GoBack]                To carry out this work, gravity, seismic reflection and logging data will be used to study the deep structure of a basin. Thus, the results obtained will be mutually confirmed for each method. Established gravity maps are used to define the structures extensions and position. Seismic mapping will confirm or invalidate previously acquired results. The gravimetric maps produced are essentially the map of the Bouguer anomaly and of their derivation and extension transforms at different altitudes. The analysis of all these results allows the identification of the short wavelength anomalies, most often associated with the superficial structures, and the deep anomalies associated with the long wavelengths. For a better quantification of the structures observed, a separation of the anomalies was carried out. It gives us information on the amplitude, the dimensions and the structural position of each of the structures. The 3D modeling including the seismic mapping previously carried out as well as the well data (density) allowed us to obtain a twin seismic-density cube in which we will visualize our structures.
