مــلــخــص
تقترح هذه الدراسة تأسيس العلاقة بين المجهرية والسلوك الكهروكيميائي لاثنين من وصلتين ملحومتين من فولاذ المقاوم للصدأ. يتم استخدام الفولاذ المدروس في الأنابيب: دوبلكس DSS2209 والفولاذ المقاوم للصدأ الأوستنيتي AISI316L. وتشمل الدراسة التجريبية والمعدنية توصيف و اختبارات التآكل. الخلفيات هي محاليل حلول كلوريد كلوريد الصوديوم لمحاكاة استخدام بحري. باستخدام التصميم التجريبي القائم على طريقة تاجوشى، قدرنا مساهمة العوامل التجريبية (درجة الحرارة وكلوريد التركيز) والمجهرية من خلال الوصلة الملحومة على سلوك التآكل. دراسة مقارنة بين اثنين من المفاصل الملحومة بواسطة المقاومة للتآكل على إظهار أفضل مقاومة التآكل لــ  DSS2209بواسطة عرض مدى مطلوباتها تتراوح بين 20 درجة مئوية و 60 درجة مئوية. تم استخدام تحليل سلوك أشباه الموصلات من فيلم السلبي لتقدير كثافة الشحنات وثبت اكتناز واستقرار فيلم السلبي.
         


Résumé 

La présente thèse propose d’établir une corrélation entre la microstructure et le comportement électrochimique de deux joints soudés en aciers inoxydables. Les grades d’aciers étudiés sont utilisés en piping : le duplex DSS2209 et l’acier inoxydable austénitique AISI316L. L’étude expérimentale comporte une caractérisation métallurgique et des essais de corrosion ; les milieux étant des solutions chlorurées de NaCl pour simuler une utilisation en milieu marin. En utilisant un plan d’expérience basée sur la méthode Taguchi, nous avons estimé la contribution des facteurs expérimentaux (température et la concentration en chlorures) ainsi que la microstructure à travers le joint soudé sur le comportement de corrosion. L’étude comparative entre les deux joints soudés de par leur résistance à la corrosion montrent une meilleure résistance à la corrosion par piquration du duplex DSS2209 vue l’étendue de son domaine passif entre 20°C et 60°C. L’analyse du comportement semi-conducteur du film passif a permis d’estimer les densités de charge et a prouvé la compacité et la stabilité du film passif. 



Abstract 
The present thesis proposes to establish a correlation between the microstructure and the electrochemical behavior of two stainless steels welded joints. The studied steel grades are used in piping: duplex DSS2209 and austenitic stainless steel AISI316L. The experimental study comprises a metallurgical characterization and tests of corrosion;  mediums being solutions of NaCl to simulate a use in marine environment.  By using an experimental design based on Taguchi method, we estimated the contribution of the experimental factors (temperature and the concentration out of  chlorides) as well as the microstructure through the joint welded onto the corrosion behaviour. The comparative study between the two joints welded from their corrosion resistance show a better resistance against pitting corrosion of DSS2209 seen the extent of its passive field between 20°C and 60°C. The analysis of the semiconductor behavior of passive film lead to estimate the densities of charges and proved  compactness and the stability of passive film.  
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