	RESUMES	U.S.T.H.B


RESUME
          Une étude numérique est menée pour analyser l’effet d’utilisation simultanée de  chicanes poreuses avec écoulement pulsé ou nanofluides sur la performance d’un échangeur de chaleur tubulaire. Le modèle de Darcy-Brinkman-Forchheimer  est adopté  pour décrire l’écoulement dans les régions poreuses et la méthode des volumes finis est utilisée pour résoudre les équations de conservation avec les conditions aux limites appropriées. Les effets de l’amplitude et de la fréquence de pulsation, ainsi que la fraction volumique et la nature des nanoparticules pour différentes perméabilités du milieu poreux sont analysés. Les résultats révèlent que ces paramètres  améliorent  les performances de l’échangeur de chaleur.
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ABSTRACT
A numerical investigation is conducted to analyze the effect of simultaneous use of porous baffles with pulsating flow or nanofluids on a double pipe heat exchanger performance. The Darcy-Brinkman-Forchheimer model is adopted to describe the flow in the porous regions and the finite volume method is used to solve the governing equations with the appropriate boundary conditions. The effects of the amplitude and frequency of pulsation, as well as volume fraction and type of nanoparticles for various porous medium permeabilities are analyzed. The results reveal that this parameters improve the heat exchanger performances. 
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